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NOTE: Delete, revise, or add to the text in this
section to cover project requirenents. Notes are
for designer information and will not appear in the
final project specification.

This section covers entrance nmats for surface
installation, including link mats, tire-fabric mats,
rubber mats, and coconut brush nmats.

Drawi ngs nust indicate |ocation and size and shape
of mats.
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PART 1 GENERAL
1.1 REFERENCES
Not Used

1.2 SUBM TTALS
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NOTE: Review subnmittal description (SD) definitions
in Section 01330, "Submittal Procedures," and edit
the following list to reflect only the submttals
required for the project. Subnmittals should be kept
to the mininumrequired for adequate quality
control. Include a columar list of appropriate
products and tests beneath each submittal

descri ption.
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The following shall be submitted in accordance with Section 01330,
"Subm ttal Procedures,” in sufficient detail to show full conpliance with
t he specification:
SD- 04 Sanpl es
Manuf acturer's standard col or charts shall be subnmitted for
Entrance Mats show ng the manufacturer's recommended col or and
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finish sel ections.

One sanple of entrance mats of sufficient size to show corners,
i ntersections, and other details of construction shall be
submitted. After approval, the sanple may be installed if
properly identified.

PART 2 PRODUCTS

2.

1 TYPE OF MATS

Entrance Mats shall be the no-hole, |ink-mat type designed for
reversibility. Mats shall be squares or strips of resilient
flame-retardant, virgin polyvinylchloride, with wi ping blades on each side.
Framewor k shall be 13-gage 2.3 nillineter, doubl e-gal vani zed, spring-stee
wire. Nosing shall be beveled for surface installation extendi ng out
approxi mately 2-inches 50 mllinmeter around the mat perineter.

Entrance mats shall be the industrial type; tire-fabric mats shall have

uni formsize links a m nimumof 5/8-inch 16 mllimeter thick, and shall be
made fromrecycl ed selected truck and bus tires. Links shall be woven in a
herri ngbone design on gal vani zed spring-steel wire. Mats shall have
approximately 2-inch 50 mllinmeter wi de bevel ed nosing for surface use.

Entrance mats shall be rubber, nonslip, of a prinme quality rubber conpound
free of calendering and curing defects, and resistant to weather agi ng and
ozone in nornmal concentrations. Mats shall have a pyram d or corrugated
surface with knob back for maxi mum aeration. Thickness shall be
approxinmately 1/2 inch 13 millimeter. Mats shall have bevel ed edges for
surface installation.

Entrance mats shall be coconut brush nmats nmade of quality coir yarn from
coconut fibers. Fibers shall be woven tightly together and securely bound
around the perinmeter with matching coir yarn rope. Top shall be sheared to
a thickness of approximately 1-1/2 inches 40 mllineter to give an even,
flat brush appearance.

.2 RUG SI ZES

Rug si zes shall be as schedul ed.

PART 3 EXECUTI ON

3.

1 DELI VERY OF MATERI ALS

Mats shall be delivered, unw apped, inspected, and placed at indicated
doors by the Contractor

Packi ng materials shall be renmbved and di sposed of by the Contractor

-- End of Section --
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